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(57) ABSTRACT

Embodiments of the present invention provide a touch dis-
play and an electronic apparatus. The touch display com-
prises a display device; a touch device, positioned on a dis-
play surface side of the display device, and the touch device
comprising a touch-sensitive layer; a shielding circuit layer,
disposed between the touch-sensitive layer and the display
device; and a transparent insulating layer, disposed between
the touch-sensitive layer and the shielding circuit layer,
wherein the shielding circuit layer and the touch-sensitive
layer are equipotential. The electronic apparatus comprises
the touch display.

7 Claims, 3 Drawing Sheets
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1
TOUCH DISPLAY AND ELECTRONIC
APPARATUS

CROSS REFERENCE TO RELATED
APPLICATIONS

This application is a national stage application under 35
U.S.C. 371 and claims the benefit of PCT Application No.
PCT/CN2012/082788 having an international filing date of
Oct. 11, 2012, which designated the United States, which
PCT application claimed the benefit of Chinese Application
No. 201120548632.3 filed Dec. 23, 2011, the disclosure of
each of which are incorporated herein by reference.

TECHNICAL FIELD

Embodiments of the present invention relate to a touch
display and an electronic apparatus comprising the touch
display.

BACKGROUND

Touch screens can be divided into various types, such as
resistive type, capacitive type, surface infrared type, acoustic
wave type and the like. A touch display may be formed by
attaching one layer of special metallic conductive material
(touch-sensitive layer) on a surface of a glass. When a finger
touches on the metallic layer, a capacity on the touching point
changes, which makes a frequency of an oscillator connected
to the metallic layer change. Information on the touch posi-
tion may be obtained by measuring change of the frequency.
In a capacitive touch screen of on cell type which is produced
on the basis of a Liquid Crystal Display (LCD), a grounded
shielding circuit layer of Indium Tin Oxide (ITO) will be
disposed between a touch-sensitive layer and a display
device. When an electrical signal is introduced to the touch-
sensitive layer (TP sensor) part, the touch-sensitive layer will
form a coupled capacity with the [TO shielding circuit layer
and produce a phenomenon of charge-discharge, so that a
capacity of the touch-sensitive layer is influenced and an
abnormal operation is caused.

SUMMARY

One embodiment of the present invention provides a touch
display, comprising: a display device; a touch device, posi-
tioned on the display surface side of the display device, and
the touch device comprising a touch-sensitive layer; a shield-
ing circuit layer, disposed between the touch-sensitive layer
and the display device; and a transparent insulating layer,
disposed between the touch-sensitive layer and the shielding
circuit layer, wherein the shielding circuit layer and the touch-
sensitive layer are equipotential.

Another embodiment of the present invention provides an
electronic apparatus, and the electronic apparatus comprises
the touch display according to any embodiment of the present
invention.

BRIEF DESCRIPTION OF THE DRAWINGS

To illustrate technical solutions in embodiments of the
present invention more clearly, accompanied drawings of the
embodiments will be briefly introduced below. Obviously, the
accompanied drawings described below merely relate to
some embodiments of the present invention, and are not limi-
tation on the present invention.
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FIG. 1is a structural diagram of a touch display in the prior
art;

FIG. 2 is a block diagram showing components of a touch
display provided by an embodiment of the present invention;

FIG. 3 is a structural diagram of a touch display provided
by an embodiment of the present invention;

FIG. 4 is a structural diagram of a touch display provided
by an embodiment of the present invention;

FIG. 5 is a structural diagram of another touch display
provided by an embodiment of the present invention; and

FIG. 6 is an exemplary structure of a touch-sensitive layer
according to an embodiment of the present invention.

DETAILED DESCRIPTION

In order to make objects, technical details and advantages
of the embodiments of the invention apparent, hereinafter,
technical solutions in embodiments of the present invention
will be clearly and fully described in combination with the
accompanied drawings in the embodiments of the present
invention. Apparently, the embodiments to be described are
merely a part but not all of embodiments of the present inven-
tion. Every other embodiment as would be obvious to those
ordinarily skilled in the art on the basis of described embodi-
ments in the present invention without creative work, comes
within the protection scope of the present invention.

FIG. 1 shows a structure of a touch display 10 in the prior
art, in which a touch-sensitive layer 101 and a shielding
circuit layer 102 positioned above a display device 20 are
insulated from each other, and the shielding circuit layer 102
is grounded.

A touch display 30 provided by an embodiment of the
present invention, as shown in FIG. 2, comprises a display
device 20 and a touch device (touch detection device) 11. As
shown in FIG. 3, the touch device 11 is positioned above the
display device 20, i.e., the touch device 11 is positioned on a
display surface side ofthe display device 20. The touch device
11 comprises a touch-sensitive layer 101, and a shielding
circuit layer 102 is disposed between the touch-sensitive layer
101 and the display device 20. A transparent insulating layer
103 is disposed between the touch-sensitive layer 101 and the
shielding circuit layer 102, and the shielding circuit layer 102
and the touch-sensitive layer 101 are equipotential. A protec-
tive layer (not shown in FIG. 2) may be disposed on the
touch-sensitive layer 101 for avoiding the touch-sensitive
layer 101 to be scratched.

In one embodiment, the shielding circuit layer 102 and the
touch-sensitive layer 101 being equipotential may be
achieved by electrically connecting the shielding circuit layer
102 with the touch-sensitive layer 101. For example, the
shielding circuit layer 102 and the touch-sensitive layer 101
may be electrically connected with each other by a Via pen-
etrating the transparent insulating layer 103.

In this case, the shielding circuit layer of the touch display
is not grounded, and is equipotential with the touch-sensitive
layer, without potential difference between them, so that for-
mation of a coupled capacity between the touch-sensitive
layer and the shielding circuit layer is avoided and the touch-
sensitive layer is enabled to work normally.

In one embodiment, the touch-sensitive layer and the
shielding circuit layer may be transparent conductive layers.
Hence information shown on the display device may be seen
through the touch-sensitive layer and the shielding circuit
layer. For example, the transparent conductive layer may be a
layer of metallic oxide, such as a layer of Indium Tin Oxide
(ITO), a layer of Indium Zinc Oxide (IZO) and the like.
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In one embodiment, as shown in FIG. 4, the display device
20 may comprise an array substrate 202 and a counter sub-
strate 201, and the touch-sensitive layer 101, the shielding
circuit layer 102 and the transparent insulating layer 103 are
disposed on the counter substrate 201. For example, the dis-
play device 20 may be a liquid crystal display panel, an
Organic Lighting Emitting Diode (OLED) display panel, or
any type of other suitable display panel. When the display
device 20 is a liquid crystal display panel, the counter sub-
strate 201 may be a color filter substrate.

In one embodiment, as shown in FIG. 5, the touch display
30 may further comprise a voltage supplying section 301
which is connected with the shielding circuit layer and the
touch-sensitive layer of the touch device 11 (not shown in
FIG. 5) for supplying the same voltage for the shielding
circuit layer and the touch-sensitive layer.

The voltage supplying section supplies the same voltage
for the shielding circuit layer in the touch display and the
touch-sensitive layer, and in this case, the shielding circuit
layer is not grounded, and is loaded with the same voltage
with the touch-sensitive layer, without potential difference
between them, thus formation of a coupled capacity between
the touch-sensitive layer and the shielding circuit layer in the
touch display is avoided and the touch-sensitive layer is
enabled to work normally.

Besides the touch-sensitive layer 101, the touch device 11
in the above-mentioned touch display may also comprise any
other suitable components. The touch-sensitive layer 101
may also adopt any known structure. For example, the touch-
sensitive layer 101 may have the structure shownin FIG. 6. As
shown in FIG. 6, the touch-sensitive layer 101 consists of first
sensitive patterns denoted by diamonds filled with gray and
second sensitive patterns denoted by diamonds filled with
white. The first sensitive patterns are connected with each
other by connection lines along the column direction, and the
second sensitive patterns are connected with each other by
connection lines along the row direction. Further, although it
seems from the figures that the connection lines of the first
sensitive patterns and the connection lines of the second sen-
sitive patterns are crossed with each other, they are electri-
cally insulated actually. Therefore, a touch position may be
determined by detecting a capacity change of the sensitive
patterns along the row direction and that of the sensitive
patterns along the column direction. However, the specific
structure mentioned above is just an exemplary structure, and
the touch sensitive layer according to the embodiments of the
present invention may have any suitable structure.

In addition, the present invention also provides an elec-
tronic apparatus, which comprises a touch display according
to any embodiment of the present invention. For example, the
electronic apparatus may be a mobile telephone, a tablet
computer, a digital still camera, a video camera, a navigator
and the like.

In the electronic apparatus, since the shielding circuit layer
and the touch-sensitive layer in the touch display are equipo-
tential, formation of a coupled capacity between the touch-
sensitive layer and the shielding circuit layer in the touch
display is avoided and the touch-sensitive layer is enabled to
work normally.

According to the description of the above-mentioned
embodiments, the embodiments of the present invention may
provide at least the following structure:

(1) A touch display, comprises:

a display device;

a touch device, positioned on a display surface side of the
display device, and the touch display comprising a touch-
sensitive layer;
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a shielding circuit layer, disposed between the touch-sen-
sitive layer and the display device; and

a transparent insulating layer, dispose between the touch-
sensitive layer and the shielding circuit layer,

wherein the shielding circuit layer and the touch-sensitive
layer are equipotential.

(2) The touch display according to (1), wherein the shield-
ing circuit layer and the touch-sensitive layer are electrically
connected with each other.

(3) The touch display according to (1) or (2), wherein the
touch-sensitive layer and the shielding circuit layer are trans-
parent conductive layers.

(4) The touch display according to any of (1)-(3), wherein
the transparent conductive layers are indium tin oxide layers
or indium zinc oxide layers.

(5) The touch display according to any of (1)-(4), wherein
the display device comprises a counter substrate and an array
substrate, and the touch-sensitive layer, the shielding circuit
layer and the transparent insulating layer are disposed on the
counter substrate.

(6) The touch display according to any of (1)-(5), wherein
the display device is a liquid crystal display panel, and the
counter substrate is a color filter substrate.

(7) The touch display according to any of (1)-(6), further
comprises:

a voltage supplying section which is connected with the
shielding circuit layer and the touch-sensitive layer, for sup-
plying the same voltage for the shielding circuit layer and the
touch-sensitive layer.

(8) An electronic apparatus, comprising the touch display
according to any of (1)-(7).

The foregoing description is only the specific implemen-
tation of the present invention, rather than limit of the protec-
tion scope of the present invention, and any change or alter-
ation that can be readily contemplated by those skilled in the
art within the technical scope disclosed by the present inven-
tion falls into the protection scope of the present invention. As
a result, the protection scope of the present invention shall be
defined by the claims.

What is claimed is:

1. A touch display, comprises:

a display device;

a touch device, positioned on a display surface side of the
display device, and the touch display comprising a
touch-sensitive layer;

a shielding circuit layer, disposed between the touch-sen-
sitive layer and the display device; and

atransparent insulating layer, disposed between the touch-
sensitive layer and the shielding circuit layer,

wherein the shielding circuit layer and the touch-sensitive
layer are equipotential, and

wherein the shielding circuit layer and the touch-sensitive
layer are electrically connected with each other by a via
penetrating the transparent insulating layer.

2. The touch display according to claim 1, wherein the
touch-sensitive layer and the shielding circuit layer are trans-
parent conductive layers.

3. The touch display according to claim 2, wherein the
transparent conductive layers are indium tin oxide layers, or
indium zinc oxide layers.

4. The touch display according to claim 1, wherein the
display device comprises a counter substrate and an array
substrate, and the touch-sensitive layer, the shielding circuit
layer and the transparent insulating layer are disposed on the
counter substrate.
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5. The touch display according to claim 1, wherein the
display device is a liquid crystal display panel, and the
counter substrate is a color filter substrate.

6. The touch display according to claim 1, further com-
prises: 5
a voltage supplying section which is connected with the
shielding circuit layer and the touch-sensitive layer, for
supplying the same voltage for the shielding circuit layer

and the touch-sensitive layer.

7. An electronic apparatus, comprising the touch display 10
according to claim 1.



